CP-06-AC Cabled Pendant Control for 120VAC

**Up to 6 buttons - 120VAC operation**

### FEATURES
- **Custom Keypad**
  Standard model includes custom keypad printed specifically for your application. Full color text, graphics, and logo.
- **Low Cost**
  Economical way to add wired remote control capability to a wide range of line voltage powered equipment.

### ACCESSORIES
- Belt clip
- Magnetic mount
- Rubber protective boot

### APPLICATIONS
- Factory equipment
- Roll-up doors
- Motor start-stop
- Specialty equipment

### OPERATION
**Operation**
CP-06-AC Provides up to 6 outputs capable of switching 120VAC to loads up to 3-amps. An internal isolated power supply provides a safe keypad interface. Internal relays switch 120VAC supply voltage to outputs.

**Controls**
Custom printed keypad features customer-specified labeling including symbols, logos, and color choice.

### SPECIFICATIONS
**Electrical**
- Power Supply: 120VAC only
- Outputs: 120VAC, 3-amps max.
- Button Function: Momentary
- Cable: 10’ multi-conductor 18AWG stranded, PVC jacket

**Enclosure**
- Dimensions: 4.75” x 2.5” x 1.2” (1.5” with belt clip)

**Environmental**
- Storage: -40°C to 85°C
- Operating: -10°C to 60°C

### ORDERING INFORMATION

<table>
<thead>
<tr>
<th>PART #</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>CP-06-AC</td>
<td>Cabled Pendant, 6-button, 120VAC operation</td>
</tr>
</tbody>
</table>